
WA RNING

This produc t is de signe d to e nha nc e  the  a ppe a ra nc e  of
the  ve hic le .   Do not re ly  in a ny  wa y  on the  c ompone nts of this
produc t to c onta in oc c upa nts or c a rgo within the  ve hic le , or
to prote c t a ga inst injury  or de a th in the  e ve nt of a n a c c ide nt.
This top will not prote c t the  oc c upa nts from  fa lling  obje c ts.  
Ne ve r ope ra te  ve hic le  in e xc e ss of m a nufa c ture r’s spe c ifi-
c a tions.

WEA R SEA T BELTS A T A LL TIMES

Re a d a nd follow, pre c ise ly ,  a ll insta lla tion instruc tions pro-
vide d whe n insta lling  top. Fa ilure  to do so m a y  re sult in a  poor
fitting  top a nd c ould pla c e  oc c upa nts of the  ve hic le  in a
pote ntia lly  da nge rous situa tion.

Installation Tips

Before you begin installing this Windjammer assembly,
read all instructions thoroughly. Below are a few tips to
make this installation easier.

For a smooth fit:
For ease in installation, the Windjammer should be
installed at temperatures above 72º F.  Below this
temperature, the fabric may contract an inch or
more, making it difficult to fit to the vehicle.

It is normal for the fabric to contract and wrinkle when
stored in the shipping carton. Within a few days after
the installation, the fabric will relax and the wrinkles
will disappear.

Windjammer
Installation Instructions

 For:  Suzuki Samurai Part Number: 80061

Important Note: Windjammer is custom
designed to attach to the leading edge of
Bestop's Duster Rear Deck Cover.
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